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D Diameter before shrinkage
d Diameter after free shrinkage

A Rectangular busbar 
longer side

B Rectangular busbar 
shorter side

C Round busbar 
diameter
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ref. item D/d 
(mm)

spool 
length 

(m)

min./
mult. 

ord. qty 
(m)

GP0015 GPSM-15/6-A/U 15/6 30 30

GP0030 GPSM-30/12-A/U 30/12 30 30

GP0050 GPSM-50/20-A/U 50/20 30 30

GP0075 GPSM-75/30-A/U 75/30 20 20

GP0100 GPSM-100/40-A/U 100/40 25 25

GP0120 GPSM-120/50-A/U 120/50 25 25

GP0175 GPSM-175/70-A/U 175/70 15 15

GP0205 GPSM-205/110-A/U 205/110 10 10

 GPSM-A/U       spool
Allowed busbar 

size

A+B 
(mm)

C 
(mm)

min – max min – max

12 – 18 6,5 – 12

22 – 38 13,5 – 25

36 – 65 22 – 43

55 – 95 33 – 63

70 – 130 44 – 86

90 – 165 55 – 105

125 – 235 80 – 150

200 – 276 127 – 190

Allowed busbar 
size

A+B 
(mm)

C 
(mm)

min – max min – max

12 – 18 6,5 – 12

22 – 38 13,5 – 25

36 – 65 22 – 43

55 – 95 33 – 63

70 – 130 44 – 86

90 – 165 55 – 105

125 – 235 80 – 150

200 – 276 127 – 190

 GPSM-1000     1 meter bars
ref. item D/d 

(mm)
length 

(m)

min./
mult. 

ord.qty 
(m)

GP2015 GPSM-15/6-1000 15/6 1 1

GP2030 GPSM-30/12-1000 30/12 1 1

GP2050 GPSM-50/20-1000 50/20 1 1

GP2075 GPSM-75/30-1000 75/30 1 1

GP2100 GPSM-100/40-1000 100/40 1 1

GP2120 GPSM-120/50-1000 120/50 1 1

GP2175 GPSM-175/70-1000 175/70 1 1

GP2205 GPSM-205/110-1000 205/110 1 1

Medium wall heat shrink tubing
for Medium Voltage busbar insulation 
up to 24 kV
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